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Promising Wellbeing...

Minimum profile, maximum pushability for ultimate crossing

Unique crossability

• Uniquely tapered tip

• Low balloon profile

• No kinking

Designed to reach and cross even the most 

distal and complex lesions

• Hydrophilic coated distal shaft to facilitate navigation 

Enhanced pushability & trackability

• RX platform

• PTFE coated proximal shaft

through tortuous anatomy & calcified lesions

Increase 

your 

success rate

in difficult

CTO cases

• Modified mid shaft construction and low profile 

hypotube provides durability and kink resistance.
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Balloon Length

TECHNICAL SPECIFICATIONS

Balloon Length
Balloon Diameter
Proximal Shaft
Distal Shaft
Usable Length
Hydrophilic Coating
Balloon Material
Balloon Folds
Markers on the proximal shaft
Rapid Exchange Length
Guide Catheter Compatibility
Guidewire Compatibility
Nominal Pressure (NP)
Rated Burst Pressure (RBP)

: 8 to 41 mm
: 1.00, 1.10, 1.25, 1.50 mm
: 1.95 F
: 2.70 F
: 140 cm
: PVP
: Nylon Polymer
: 3 Folds
: 90 and 100 cm
: 25 cm
: 5F (0.058” ID)
: 0.014”
: 8 ATM
: 16 ATM

ORDERING INFORMATION (Reference Code)

** Other sizes are available upon special request.
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