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Manufactured By:
MIV Therapeutics (India) Pvt. Ltd.
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Diamond Park, GIDC Sachin,
Surat- 394230, Gujarat (India)
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Promising Wellbeing...

Guaranteed accuracy under high 
pressure

Non Compliant 

Balloon Catheter

Crossability with accuracy during 

post-dilatation

Excellent Trackability and highest balloon

Low Balloon profile

Controlled compliance and limited growth

 resistance

Excellent stent recrossing

Unsurpassed durability when inflated 

several times at 20 atm.

Superior deliverability

PTFE hypotube designed to offer 

outstanding Pushability and kink resistance

Excellent deflation

time average less than 

10 Seconds
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Balloon Length

TECHNICAL SPECIFICATIONS

Balloon Length
Balloon Diameter
Balloon Compliance
Proximal Shaft
Distal Shaft
Usable Length
Hydrophilic Coating
Balloon Material
Balloon Folds
Brachial and Femoral Markers
Rapid Exchange Length
Guide Catheter Compatibility
Guidewire Compatibility
Entry Profile
Excellent Deflation time
Nominal Pressure (NP)
Rated Burst Pressure (RBP)

: 8 to 30 mm
: 2.00 to 4.50 mm
: Non Compliant
: 1.95 F
: 2.70 F
: 140 cm
: PVP
: Nylon 12
: 3 Folds
: 90 and 100 cm
: 25 cm
: 5F
: 0.014” (0.36 mm)
: 0.016” (0.41 mm)
: Average less than 10 Seconds
: 12 ATM
: 20 ATM

ORDERING INFORMATION (Reference Code)

** Other sizes are available upon special request.
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